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Calendar of Events 

 

June 1 General Meeting 

Arnie Bandstra 

Construction of a Chess Set  

 

 

 

 

 

 

 

May 2021– June 2021 

May 24 

(Mon) 

7:00PM Hand Tool SIG   

Zoom 

May 25 

(Tue) 

7:00PM Scroll Saw SIG   

Zoom 

June 1 7:00PM  General  Meeting 

Zoom 

June 28 

(Mon) 

7:00PM Hand Tool SIG   

Zoom 

June 29 

(Tue) 

7:00PM Scroll Saw SIG   

Zoom 

Virtual Show and Tell  

For the July newsletter and July 6 zoom gen-

eral meeting, we will have a presentation of 

the show and tell projects that have been 

submitted since the June meeting.  Participat-

ing zoom presenters will be able to briefly 

discuss their project.  Want to have your pro-

jects included in the July newsletter and 

zoom meeting Show and Tell? Send your pro-

ject photos to Lee Nye by Monday, June 28:           

  

 roadbiker123@gmail.com     

woodworkers@fvwwc.org 
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Tips for Zoom Meeting Attendees 

To participate in one of our Zoom meetings you will need a laptop, tablet, or smart phone, pref-
erably with both microphone and video camera capabilities.  It is possible to participate with au-
dio only if you have no video camera or your internet connection is too slow.  The basic Zoom 
app is free and it is a good idea to go to the zoom website and download it to your computer or 
device ahead of the meeting.   

The SIG and General Meeting email notices will have a zoom link to the meeting and you may 
just click on the link to join the meeting - the necessary zoom software will download when you 
do if you haven't already installed it.  It may also have a phone number to join with your smart 
phone.  After establishing the zoom connection, you may have to wait until the meeting moder-
ator starts the meeting and adds you to the meeting.  Make sure you enable your audio and 
start your video when joining the meeting so you can be seen and heard.  For larger numbers 
of participants, the moderator is in control and may mute all participants and just enable one 
speaker at a time.  Be patient - this is a learning experience for all of us and we are likely to 
have a few glitches.   

Here are some suggestions for good zoom etiquette:  

Mute your microphone  
To help keep background noise to a minimum, make sure you mute your microphone when you 
are not speaking.  There is a microphone icon at the bottom left of your zoom screen that will 
show the status of your microphone.  Be aware that when you speak unmuted, you will be high-
lighted on the video for all to see and hear.  It can be very embarrassing to have your private 
commentary with your spouse or kids heard by all!   

Be mindful of background noise 
When your microphone is not muted, avoid activities that could create additional noise, such as 
shuffling papers.  Even a cough or sneeze will move the screen to you.   

Position your camera properly 
If you choose to use a web camera, be sure it is in a stable position and focused at eye level, if 
possible. Doing so helps create a more direct sense of engagement with other participants.  

Limit distractions 
You can make it easier to focus on the meeting by turning off notifications, closing or minimizing 
running apps, and silencing your smartphone ringer.   

If the moderator has all participants muted, you can signal that you have a question or comment by 
simply clicking on CHAT and typing a question mark ?   The moderator or cohost will recognize 
you in turn.   

Be careful to keep the meeting email to club members only - hackers have been known to zoombomb 
and disrupt meetings. 

 

https://support.zoom.us/hc/en-us/articles/200941109-Attendee-Controls-in-a-Meeting
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President’s Sawdust 

Tom Sharp, President FVWWC 

The editorial musings of your president which may be serious, funny, 

technical, or philosophical, but hopefully always entertaining. 

 

 

Dear Woody, 

I have my shop down in the basement.  It’s sealed off from the rest of the area and it’s my little 

sanctuary.  The other day when I started to spray a small box with lacquer I noticed that my wife 

piled a bunch of her quilting materials in my finishing booth.   What should I do? 

Signed, 

My booth – my space 

 

Dear My booth, 

It’s obvious by your signature that you feel encroached upon.  There are lots of options.  A good 

husband would carefully place them in a non-threatening area like on top of her bed.  Explain to 

your sweet wife that they were in the way and you wanted to make sure they weren’t damaged.   

Another possibility is a cheery note.  Take a small snippet of her cloth, put a bit of stain or paint on 

it, and then place it in an obvious place, perhaps her vanity, with a note saying she has (be gra-

cious with the time) two hours to move her stuff.  An even more direct approach is to do nothing.  

Go ahead and stain that leg.  Do the cabinet you’ve been intending to finish by spraying it with a 

good acrylic white paint.  Overspray will solve your problems.  She’ll never leave anything there 

again.   

Dear Woody, 

My son-in-law is a great woodworker .    He can make a chest of drawers from a couple of pallets. 

I can’t compete with him by making anything for my daughter.  How can I put this young upstart in 

his place?   

Signed, 

Jealous 

Dear Jealous, 

Subterfuge is the name of the game here.  If he has better skills than you then consider changing 

the rules.  Instead of trying to make something of better quality, change his ability.  A stealthy 

hand amongst his finishes can do the trick.  All you need is a mason jar.  Pour out his lacquer into 

the jar and then fill the empty lacquer container with varnish and a little water.  Put a little stain in 

it.  Put the lacquer in the shellac container.  If that isn’t enough, remove a wire on the plug of his 

table saw.  By the time he figures out the problem your skills will have improved.   
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        President’s Sawdust 

 

Dear Woody, 

My neighbor works at an import business that receives large shipments from Africa.   The crates 

he receives the goods on are made of exotic woods and he gives them to me for free.  The prob-

lem is I don’t have room for all this wood! What can I do? 

Signed, 

Spaceless 

Dear Spaceless,   

What a wonderful problem to have.  Actually, here are lots of places you haven’t thought of 

though that you can store wood.  There’s about six inches underneath a typical bed.  At 8 X 6 

foot, this gives you around 300 board feet of space!  Plus, you eliminate the need to vacuum 

there!  Another swell space is just behind the couch.  If you can negotiate just six inches between 

it and the wall you can make a single stack of wood 4 feet tall!  From a Do-I-really-need-one point 

of view, consider whether your couch is a required piece of furniture.  Using that space for a nice 

stack of oak is a fine idea.  You can sit, lie, and watch TV on it.  Just throw a couple of pillows on 

top for comfort.    Refrigerators are on wheels now for a reason.  Stacked vertically, wood fits 

nicely behind it and the heat from the coils knocks down the moisture content too.   I like the 

porch.  The roof keeps the wood dry and you have the added prestige of showing off your cache 

to your friends when they come to visit.    

 

Have a problem with your woodworking?  Seek advice from Woody.  Send your woodwork-

ing issues to Tom Sharp who will forward them to him. 
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Ivac Pro Wireless Dust Collector Controls 

 

Effective dust collection is an often neglected but very important health issue in a 

woodworking shop.  I became aware of how bad my dust collection was a few 

years ago when I expanded my shop and took down drop ceiling tiles in the adja-

cent basement room next to my shop area.  I think there was at least 1/4 inch of 

very fine dust on top of those tiles and that room never had any woodworking 

equipment.  It just migrated to the tiles from the open floor joists in my shop area.  I knew I had to 

do something better - I was breathing all that fine dust.  First I improved dust collection by installing 

separate 2hp dust collectors in both shop rooms with 4 inch connections to the dust generating 

machines.  These dust collectors have canister filters. Later I installed Oneida Dust Deputy Cylcon-

es to front end  the dust collectors and keep the canisters from clogging.  All that worked well and 

helped to control the dust - not perfect but pretty good.  All I needed then was just to turn on the 

dust collectors when using the planers, jointers, and saws.  Often though, I would just do a quick 

cut and not open the manual blast gates and turn on the dust collector.  I was just in too big of a 

hurry and maybe a bit too lazy to use the dust collection system I paid all that money for.  All this is 

leading up to some great devices I found that remotely control the dust collector and open the right 

blast gate for the machine when it is turned on, wirelessly and automatically.  

Photo far right shows the Ivac Pro wireless controlled blast 

gates.  One hose is dedicated to my table saw and the oth-

er hose can be moved to other machines via a bayonet 

style 4 inch connector.  Ivac Pro Tool  sensors (photo right) 

clamped  to the machine’s power cord signal the blast 

gates to open when the machine is turned on.  They are 

programmed by a digiswitch to id the proper tool. 

 

 

The dust collector switch is controlled wire-

lessly by signals from the tool sensors to 

turn the dust collector on/off and the switch keeps it on for a few 

moments after the tool is turned off to make sure the hoses empty.   

 

 

These products are not cheap, but if you are as careless as I was about using your dust collectors, 

then the investment is well worthwhile.  Both Rockler and Woodcraft sell Ivac Pro stuff.  So far I am 

very pleased with the Ivac system and it is helping me keep my shop much cleaner.   

Lee 
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I have now cataloged all the new additions to the library. Once we get back together for a meeting, 
these new books will be available in the library: 

 

B706 Period Furniture Details Bird, Lonnie 
B707 Complete Illustrated Guide To Band Saws Johnson, Roland 
B708 Tables Guidice, Anthony 
B709 Dining Tables Graves, Kim 
B710 Tage Frid Teaches Woodworking: Shaping,  
 Veneering, Finishing Frid, Tage 
B711 Bill Hylton's Ultimate Guide To The Router Table Hylton, Bill 
B712 Birdhouses, Feeders You Can Make Sibley, Hi 
B713 201 Woodworking Patterns Distribution Center 
B714 In The Craftsman Style Fine Woodworking 
B715 Toymaker's Wooden Vehicles Buckland, Ralph 
B716 Mostly Shaker Abram, Norm 
B717 Gazebos And Other Garden Structure Designs Strombeck, Janet And Strombeck, Richard 
B718 Do-It-Yourself Yearbook 1 Popular Science 
B719 Do-It-Yourself Yearbook 2 Popular Science 
B720 Do-It-Yourself Yearbook 3 Popular Science 
B721 Big Book Of Scroll Saw Woodworking Scrollsaw Woodworking & Crafts 
B722 Flooring Sunset Magazine 
B723 Pocket Hole Joinery Edmundson, Mark 
B724 The Workshop Kingshott, Jim 
B725 Hardwood Floors Bollinger, Don 
B726 Cabinets, Bookcases And Closets Philbin, Tom 
B727 Great Book Of Woodworking Tips American Woodworker 
B728 Setting Up Shop Fine Woodworking 
B729 Table Saw Secrets Woodsmith 
B730 Easy-Build Woodworking 2013 Wood Magazine 
B731 Complete Book Of Woodworking Capotosto, Rosario 
B732 The Shaper Book Bird, Lonnie 
B733 44 Terrific Woodworking Plans And Projects Brown, Raymond 
B734 46 Step-By-Step Wooden Toy Projects Hodges, Lewis 
B735 Workbenches And Shop Storage Solutions American Woodworker 
B736 Country Furniture Blandford, Percy 
B737 The Woodworker's Shop Blandford, Percy 
B738 Handcrafted Shelves And Cabinets Hylton, William 
B739 Making Wood Trucks And Construction Vehicles Martin, Reg 
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Dave Dockstader resource@fvwwc.org 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

B740 How To Make Picture Frames American Woodworker 
B741 The Complete Manual Of Wood Veneering Lincoln, William 
B742 The Woodturner's Bible Blandford, Percy 
B743 Getting The Most Out Of Your Shaper Linden Publishing 
B744 How To Design And Build A Home Workshop Audel, Theodore 
B745 I Can Do That Woodworking Projects Thiel, David 

mailto:resource@fvwwc.org
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Da Big Raffle 

RAFFLE NEWS 

There is none!  The monthly raffle is still non-existent till we get back to in-person meetings.  We 
can only hope.  Meanwhile I'm still looking for a trail boss to assist me with the raffle du-
ties.  Send resumes to: tiredofshovelingsnow.com. 

 

  Norm Musur  nprint91@gmail.com 

Raffle and Silent Auction Committee 

  

General Meetings and SIG Meetings are Recorded  
 
If you miss a Zoom SIG meeting or General Meeting, most will be recorded and ac-
cessible to FVWWC members via our website.   If there is an exception, we will let 
you know.  To access a recorded meeting, go to the fvwwc.org webpage and log in.  
Then scroll down to the meetings section of the home page and click on the meeting 
title for the month you want.  You may have to click on prior meetings (on left) for 
previous years.  Meeting details will appear and you can select the SIG or General 
meeting recording you want.  You may find the newsletter and powerpoint files there 
too.   

FVWWC Board Opening 

There have been some changes and opportunities for the club's board.  The Programs Director  
position is open for 2021.   Please contact Tom Sharp or any board member if you are interested 
in taking on the planning role for the club’s programs.   
 

Tom Sharp  President, FVWWC  president@fvwwc.org 

http://tiredofshovelingsnow.com
mailto:nprint91@gmail.com
file:///C:/Users/Lee/Desktop/FVWWC/FVWWC%202013/Jan%202013/president@fvwwc.org
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Rich Russel 

Electrical Wiring 

Electrical wiring in the wood shop is a special kind of mystery to the uninitiated.  

There are all kinds of specifications to ensure your tools are getting the current 

they need and it’s all hidden in plastic casing or metal conduit.  There are con-

ventions as well for the color of the wire sheath if it is in Romex housing.  To 

unravel some of these unknowns some specifications are given below. 

Wire Code 

The American Wire Gauge System  (AWG) provides the conventions for electrical wire.  Wire thick-

ness or diameter is given by gauge and is tied to the number of amperes or amps that is required 

by your tool.  The table below gives the common units: 

 
 

Most shops are best served with a separate subpanel circuit box.  This requires a 60amp (#6) ca-

ble from the main panel to the subpanel. Per code this requires 2 hot wires and a neutral wire and 

a ground wire.  In a subpanel, the neutral and ground wires are separate and both have their own 

buss bar connection strip.  The ground wire may have its own grounding rod outside the shop or 

can be routed back to the main circuit breaker and secured to the ground buss.  The neutral and 

ground buss bars cannot be tied together as this will not give a parallel path for the current to flow 

back to the main panel.  The ground buss or bonding buss never carries current.  It is used instead 

to give a path or a trip for short circuit protection of the tool or wiring for personal safety. 

Subpanel diagram 

 

Horsepower (HP) of the motors we use on our cabinet grade tools can be figured by a simple math 

calculation.  How many watts it uses divided by 746 gives the horse power.  For example 1,680 

watts divided by 746 = 2.25HP.  To find the watts (power) of a motor, multiply voltage times current 

in amps. Motors with dual voltage have the same horsepower.  A 220 volt motor uses half the cur-

rent compared to 110 volts.  For example, a dual voltage motor runs at 14 amps on 110 volts and 7 

amps at 220 volts.   

Gauge 14 12 10 8 

Amps 15 20 30 45 

Color White Yellow Orange Black 
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Rich Russel 

Electrical Wiring 

110 volts times 14 amps equals 1,540 watts divided by 746 gives 2 horsepower.  

Equally, 220 volts times 7 amps equals 1,540 watts divided by 746 gives 2 

horsepower for the motor as well.   

Switches 

Switches in the shop must be wired in a particular manner according to the num-

ber of on/off switches you use.  A simple switch wiring is given below. 

 

Single switch                                        Three way switch 

 

 

Four way switch 
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Rich Escallier 
 
The nose end of a bench brush or wire brush wears down the fastest. Cut off the 
last few inches and you’ll have a frugal woodworking tip.  

 
 
 
 

 

 

 

 

 

 

 

 

 

 

Arnie Bandstra 

You will see me use these in my program June 1st.  

 

When I make pawns, or any of the 
chess pieces I like to have dividers 
and calipers set before I start to 
save time and have dimensions 
repeatable. I don’t have enough 
calipers for each of my diameter 
measurements/checks so I have 
made a few out of a piece of hack-
saw blades and no. 8 thumb screw 
wing nuts. Cheap and saves time 
resetting.  
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Dave Dockstader 

 
 

Since half the walls in my shop are concrete (basement), I had to find some way 

to hang tools so they were convenient. Now, of course, everyone makes French 

cleats, but 20+ years ago they weren’t popular. So I built 4 pegboard mini-

hangers, 4’ x 3’ and a couple 4’ x 2’ with the leftover pegboard. They hang above my workbenches 

and they are used, extensively. Since I’m always thinking ahead, I mounted them on 2x2’s, plan-

ning that someday I would line those walls with foam insulation and plasterboard. It’s been 20 years 

and someday hasn’t arrived yet. Naturally, I acquired a large variety of pegboard hooks and hang-

ers. But even with the variety of hooks available, some things just don’t hang properly. I developed 

a number of hangers that I made myself to resolve the problems.  

 

 

Since I use them a lot, I like my squares close at hand. The en-

gineer’s squares hang on straight hooks pretty well, but the 

combination squares were problematic. I just took a piece of 

wood, cut a dado for the anvil and a saw kerf for the blade and 

then mounted it on the pegboard. Had to be careful where I put 

the hooks so they didn’t run into the blades. 

 

 

 

 

 

 

 

 

 

 

I don’t like the standard pegboard hooks 

for screwdrivers / files (they look tacky 

in my opinion and if they look tacky to 

someone as cheap as I am …), so I 

made my own with some plywood and 

Masonite. My plan is to turn a bunch of 

matching handles for my files someday. 

That someday may come sooner than 

the insulation and wallboard someday. 
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Dave Dockstader 
 
I have 4 random orbit sanders and each 

is a little different, so I made 4 hangers. 

The plan is the same, but the cut outs 

are different. I made individual hangers 

to give me greater flexibility if I move 

them around. 

 

 

I also made a hanger for my card scrap-

ers. They don’t have a hole in them and I 

was loath to drill one, so I had to make the 

hanger. It works quite well. 

 

Imagine my surprise when the latest Popular Woodwork-

ing had an article about making these. They pointed out 

that you need to chamfer the tops, a point which I wish I 

had known when I started making these. I figured it out 

but it took a while. What they didn’t state is that the hooks 

have to go in the TOP of whatever you are hanging. If it is 

a vertical addition, the hook must be at the top of it. They 

also should have pointed out that those L-hooks are 

LOOONNG and you have to have a board wide enough to 

accommodate them. It has to be at least 3” wide or the 

hooks will go through and  stick out in front. DAMHIKT! 

The threads don’t go very far up that L-hook, so the pilot 

hole has to go in quite a way and it must be perpendicular 

to the back side. I always use my drill press. Shelves can 

tilt slightly to the back so things don’t roll off. 
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Dave Dockstader 
 

 

 

 

Pegboard Tips: 

1. Pegboard is wonderful stuff for hanging/displaying all sorts of stuff, but there 

are things you must take into consideration. First, pegboard comes in 2 pri-

mary thicknesses: 1/8” and ¼”. The ¼” is a lot stronger, but the 1/8” can be 

used if you brace it to keep it from bending or flexing. Oh, and it’s cheaper! 

2. The boards are drilled on a 1” x 1” grid. That is convenient, but sometimes it is a little too restric-

tive. There is NO law against drilling additional holes in the pegboard where you need them. Try 

to make the holes the same diameter as all the other holes – 5/32” on the 1/8" and ¼” on the 

thicker. 

3. You can mount pegboard directly to the wall, but it MUST have about ½” clearance behind so 

you can put the hooks in. Therefore I found that framing the pegboard with 1” x 2”s or 2” x 2”s 

added some structural stability and insured the wall spacing. 

4. While there are lots of different commercial hooks for both, the hooks for the ¼” will not fit the 

1/8” holes (unless you drill out each one to make it larger). The hooks for the 1/8” will fit the ¼”, 

but they will be sloppy and may twist. The pegboard itself is fairly sturdy (although I have ripped 

hooks out of ¼”, but that was by walking into it from the side). I have a 4’ x 8’ sheet of ¼” that I 

hang all my clamps on, including 14 long pipe clamps and dozens of others. It can handle heavy 

weights. 

5. If you frame the pegboard (either size) for bracing or just to make it look finished, you stand a 

good chance of losing the ability to put hooks in the top row (depending on how big your framing 

is) because they will run into the frame. If you are obsessive and absolutely, positively HAVE to 

have hooks in the top row, you can surreptitiously notch out the back of the frame just above 

where the hook will go. But if you move it over to make room for something else, you’ll have to 

notch out the back of the frame for that hole, too. 

6. Bracing works beautifully to stabilize larger pegboards. Try to run the bracing vertically, using 1x 

material mounted between rows of holes. You can then use short sheetrock screws to fasten the 

bracing to the pegboard. If your OCD is showing, you can add a little wood glue, but the screws 

are generally sufficient. If you are determined to run the brace horizontally, you might as well 

choose a row of holes you really aren’t going to use and screw through those holes. If you run 

the brace between two rows, be prepared for the same problems as in the frame (see #5 

above). 

7. No matter what you hang, if it’s in your shop, it is going to get DUSTY! 
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Dave Dockstader 
 
 
 
For those of you with a math phobia, just bear with me. We’re going back to 

trigonometry. My wife often tells me that 50+ years after high school, I’m the 

only person she knows who still uses trigonometry. True, but I was taught by 

the best – Hiram Snodgrass. That was his real name and he personified that 

name. He wore plaid short-sleeve shirts, a Marine crew cut, and a bowtie - 

every day! Not the essence of cool, but a great trig teacher. 

So why do we need trig? Let me give you an example. You are designing a 

door topper – you know, the scroll sawn (or carved if you are sado-masochistic inclined) piece you 

mount over the door frame. The door plus frame is 41” wide 

and you want the topper to be 6” tall. Since the frame of the 

topper is an arc, you know it is part of a circle. And you want 

to cut this using your router. Just what radius do you use for 

your router circle jig? Here is where the trig comes in. 

Here is the arc. It 

looks like the door topper outline but without the intarsia. 

We just want to get the outline cut for the backer board.  

We set up the diagram that with a line at the bottom shows the radius of the arc and then we have 

to calculate the length of that radius. It looks easy, but it took me a little work.  

 

This is the diagram. We have the 41” width of the door 

frame and the 6” height of the topper. We need to figure 

out R. Good old Pythagorus comes to our aid with the old 

right triangle formula. 

We know R2 = L2 + (R-H)2 . 

Therefore R2 = L2 + R2 – 2RH + H2 

Rearrange R2 - R2 = 0 = L2 – 2RH + H2 

So  2RH = L2 + H2 

Finally  R = (L2 + H2)  / 2H 

Plugging in real numbers, we get 

R = (20.5)2 + (6)2 /(2 x 6) or 21.36” 

 

 

Keep this formula handy. I have had to search my notes a couple of times in the past year to find it. 

Just think of it as finding the teacher’s Trig book with the answers in the back. Thank you, Mr. 

Snodgrass. 
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Lee Nye 
 

Simple Table Saw Accessory 

I picked up a simple tip from Woodsmith Shop the other day for a table saw 

crosscut stop block.  We all know we risk serious binding and kick-back if we 

use the table saw rip fence to directly set the length of a crosscut piece with 

the miter gauge.  Usually when I am doing multiple rails and stiles, I pick up a 

scrap block and look for a clamp to hold the block back from the blade area 

onto the rip fence.  The photo (below left) shows you the setup.  What makes 

the tip so nifty is the use of a rare earth magnet on the block to hold it in 

place on the table next to the fence - no clamp required.  All you need to do is find a suitable sized 

scrap block and use a forstner bit to recess the magnet below the surface just a bit.  The magnet is 

off center on purpose to allow the block to be positioned over the miter slot.  Just a little epoxy to 

hold the magnet in place and you are done. 

 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

The other nice feature of this little stop block is it sticks around 

the saw when you need it. 

 

(Reprint from September 2017) 
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We need your shop tips 

Photos of the topic are the easiest way to illustrate and explain it.  Use your smart phone and take 

a couple of photos of the topic.  You needn’t write a long essay to describe it – just a short para-

graph or two will usually suffice.  One newsletter had a write up about a splinter or sliver removal 

setup from Rich Escalier.  Dave Dockstader submitted an article about the uses of Coroplast elec-

tion signs. That gives you some idea of the vast possibilities for your tips.  Even an idea you have 

used that was published in a woodworking magazine is acceptable as long as you give the maga-

zine credit.  Just as you do for show and tell projects, send your Shop Tips ideas to the newsletter 

editor, Lee Nye.   

Email to woodworkers@fvwwc.org or roadbiker123@gmail.com. 

Tom Sharp                        Saw Blade and Bit Sharpening 

It's time to get your dull saw blades together.   
 
3B Saw and Tool in Oak Park is willing to pick up table saw, planer, and jointer blades, as well as router 
and shaper bits to be sharpened and will return them after sharpening.  
 
3B will be picking up blades at my house this Monday.  If you have blades to be sharpened and would like 
to use this service, please drop the blade off at my house before Monday's pickup. They will return the 
sharpened blade to me and I will notify you of it's return.  
 
Payment will be due upon picking up the sharpened blade.  For a price guide see their web site at 
https://3bsawandtool.com/price-list .    
 
In the future, you can bring the blades to our regular meeting and I will return them at the next meeting. 
 
Tom Sharp 
president FVWWC 
2S965 Shagbark Dr. 
Batavia 

mailto:woodworkers@fvwwc.org
mailto:roadbiker123@gmail.com
https://3bsawandtool.com/price-list
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Arnie Bandstra 
 
What is it? 

I made one for my wife for spring gardening. Then made these three to give away.  

For poking a hole in the soil to plant annuals. I think I saw something like this years ago. This is my 

own design, maybe influenced by something I saw long ago.  

I found a name...”dibber”. Look it up. Made one of white pine and two of apple.  

The Dibber is 2.5” dis by 6.5” to 7.5” long. Adjust dimensions to suit yourself 

Several coats of Watco danish oil.  

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

 

VIRTUAL SHOW AND TELL 
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VIRTUAL SHOW AND TELL 

Tony Evansky 

Both are evolutionary stretching of prior projects.  The nail puzzle is a growth of a seven nail puzzle 
into an eleven nail puzzle.  

The boxes are my one box per month idea inspired by Matt Kinny's book about one box per week.  I 
have layered an toys for tots axle to box idea to Matt's stretch of adding color to small boxes. These 
boxes are for twin grandsons who like red and blue.  
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VIRTUAL SHOW AND TELL 

Eric Springer 

It's a flag case I made for my mother after her husband passed away.  I just delivered it to her last 
week. The wood is bubinga and for finish i put several coats of tung oil on and about a month later 

after it cured it did receive two coats of shellac from a rattle can.  That was fairly high gloss so I 
lightly took a fine scotch pad to reduce the shine.  
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VIRTUAL SHOW AND TELL 

Lee Nye 

Intasia Keepsake Box 
 
Roland Kuhn was the inspiration for this project from his Scrollsaw SIG presentation on keepsake 
boxes.  My box is made of QS White Oak, with a Cherry mouth and ears, Walnut eyes and nose, 
and Holly for the feet.  The box is 1 1/4 inches deep - a little deeper than the plans which are in 
Wood Magazine, March 2007.  Four of these will be grandkid Christmas gifts.   
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Special Interest Groups 
 
ShopSmith  Al John 
SIG Chair: ShopSmithSIG@FVWWC.ORG 

 
Scrollsaw  Dave Dockstader 
SIG Chair:          ScrollsawSIG@FVWWC.ORG 
  
Hand Tool   Arnie Bandstra 
SIG Chair:   Michael Fross  
  HandToolSIG@FVWWC.ORG             
                    

Woodworking Fundamentals SIG   

               Michael Rauchmiller  

             WWFundamentals@FVWWC.ORG  

 

 2021 Membership Dues 
 
Dues for 2021 - Club dues for 2020 will be ex-
tended into 2021.  That is, if you have already 
paid your dues for 2020, then you are set for 
2021.  If you have not paid your dues for 2020, 
then you need to pay for 2021.  At this time, our 
only option to pay is to mail in your dues. Print 
out the membership form from our website:  

http://www.foxvalleywoodworkers.com/
Documents/MemCard_11_Online.pdf 

Mail it in: 

FVWWC  Membership Chair   

PO Box 1041 

Batavia, IL 60510-1041 

Make your checks payable to the Fox 
Valley Woodworkers Club. 

 
 
 

2021 

FVWWC Officers & Staff 

 

President: Tom Sharp 

 president@fvwwc.org 

Vice President:  Dave Burk 

 vicepresident@fvwwc.org 

Treasurer:  Doug Pfaff 

 finances@fvwwc.org 

Secretary:  Bill Knudsen 

 secretary@fvwwc.org 

Programs:  VACANT 

  

Membership:  Eric Springer  

 membership@fvwwc.org 

Website Director  John Gesiakowski 

     webmaster@fvwwc.org 

Resources:  Dave Dockstader 

 resource@fvwwc.org 

Member-at-Large:  Michael Fross 

                                    memberatlarge@fvwwc.org 

Communications         Lee Nye 

Director:                        woodworkers@fvwwc.org 

Raffles:  Norm Musur  

 Show & Tell MC:  Rich 

Russel 

Audio/Visual Tech:  Dave Burk 

Shop Tour Chair: VACANT 

file:///C:/Users/Lee/Documents/Custom Office Templates
mailto:ScrollsawSIG@FVWWCC.ORG
mailto:HandToolSIG@FVWWC.ORG
mailto:WWFundamentals@FVWWC.ORG
http://www.foxvalleywoodworkers.com/Documents/MemCard_11_Online.pdf
http://www.foxvalleywoodworkers.com/Documents/MemCard_11_Online.pdf
file:///C:/Users/Lee/Desktop/FVWWC/FVWWC%202013/Jan%202013/president@fvwwc.org
file:///C:/Users/Lee/Desktop/Lee's Stuff/FVWWC/November/mbrady25@comcast.net
file:///C:/Users/Lee/Desktop/FVWWC/FVWWC 2013/March 2013/dhpfaff@gmail.com
mailto:secretary@fvwwc.org
file:///C:/Users/Lee/Documents/Custom Office Templates
mailto:woodworkers@fvwwc.org
file:///C:/Users/Lee/Desktop/Lee's%20Stuff/FVWWC/December/resources@fvwwc.org
file:///C:/Users/Lee/Documents/Custom Office Templates
mailto:Krub411@yahoo.com
mailto:woodworkers@fvwwc.org
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      Hand Tool SIG 

 June 28 , 2021  

The Hand Tool SIG meets the Monday the week before the general meet-

ing.  If you’d like to join the mailing list for meeting updates and exciting 

hand tool conversations, please send an email to michael@fross.org. The 

Zoom meetings are recorded and can be seen via the FVWWC website 

after signing onto the site. 

We are always interested in topics so please send in ideas, items you’d 

are interested in discussing, or just want to share what’s going on in your shop.  

The next HT SIG will be  June 28 at  7:00 pm - mark your calendars. 

Remember that hand tools are the original cordless tools  

Arnie Bandstra and Michael Fross 

    HandToolSIG@FVWWC.ORG  

 
Scroll Saw SIG - May 25, 2021  

 
 

The next Scroll Saw SIG Zoom meeting will be Tuesday, May 25th, 2021, at 7:00 
PM. That is probably the same day that we publish this newsletter, so read this 
quickly or you’ll be late for the meeting. This month Dave Wester will enchant us 
with a guided tour through the creation of scroll saw shadow boxes. For the fore-
seeable future until we can get together in person, please send your project pic-
tures to Lee at roadbiker123@gmail.com. If you can’t make the meeting (for what-
ever reason, technical or otherwise), our webmaster will have a recording of the 
meeting available a few days later so you can see the meeting even if you missed 
it.  

 

Remember, social distancing does NOT apply to your scroll saw. 

Dave Dockstader    ScrollsawSIG@FVWWC.ORG  

Woodworking Fundamentals SIG  

No meeting scheduled  

Michael Rauchmiller (Rocky)     WWFundamentals@FVWWC.ORG  

 

mailto:michael@fross.org
mailto:HandToolSIG@FVWWC.ORG
mailto:roadbiker123@gmail.com
mailto:ScrollsawSIG@FVWWCC.ORG
mailto:WWFundamentals@FVWWC.ORG
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Fox Valley Woodworkers Club 

 

General Meetings held via Zoom video conference 

on the 1st Tuesday of each month at 7:00 pm  

FVWWC Website  http://www.fvwwc.org 
Email  woodworkers@fvwwc.org 

 

June 1, 2021 Program 

  Arnie Bandstra 

Construction of a Chess Set 

 

 

 

 

 

 

 

 

 

 

 

 

Check your email for the Zoom meeting link 

http://www.fvwwc.org

